
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

EB1304NET SATA  4CH Standalone NVR 

Item AVerDiGi EB1304NET SATA 

Operation System Linux OS & RTOS 

Video Compression MPEG4 

Video In/ Video out 4 / 1 

Video Output Composite TV x 1 ,VGA x 1 

Audio In/ Audio Out 1/1 

Sensor In/ Relay Out 4/1 

Display Resolution 

(NTSC/PAL) 
720x480/ 720x576  

Display Frame Rate 

(NTSC/PAL) 
120/100 fps 

Recording Frame Rate 

(NTSC/PAL) 

D1: 60/50 fps 

CIF: 120/100 fps 

Backup Device Pen Drive / external HDD x 1 

Number of HDDs  

Support 
1 

Camera Name Setting  7 letters 

Video Search  By Date/ Time Event 

Video Quality Setting Hue/ Brightness/ Saturation/ Contract 

Accessories 
IR Extension cable (optional), 

Remote control 

Software Support 

iStable, iEnhance, JavaViewer, PDAViewer, 

WebViewer,CM3000, Remote Console, 

Remote Backup, USB Playback Console 

Operating Temperature  5℃℃℃℃~40℃℃℃℃ 

Testing verification  
EMI, ESD, CE, FCC, Thermal, Anti-vibration, 

Anti-shock, Dropping. 

Dimensions  235mm(W)x160mm(D)x50mm(H) 

Net Weight  0.565 Kgs 
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‧‧‧‧ Lightweight & Compact Size 

‧‧‧‧ JavaViewer on mobile phones 

‧‧‧‧ Supports PTZ control 

‧‧‧‧ Remote preview and playback on PDAViewer 

‧‧‧‧ Comes with SATA HDD interface 

‧‧‧‧ Supports UPnP (Universal Plug and Play) 

‧‧‧‧ CCTV or LCD monitor output 

‧‧‧‧ Enables quick HDD to HDD backup 

‧‧‧‧ Supports Central Management System (CM3000) 

 

 

AVerMedia brings you an innovative product of AVerDiGi EB1304NET SATA. It  

comes with full functions, such as PTZ control, remote access control & user-friendly  

operation and only 0.565 Kgs weight for your surveillance needs. 
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